
SEAT PILLARS 

AL-a l loy pi l lars—63S 

«6D t L 

Model 435 2 6 . 7 x 2 . 5 x 2 0 0 

Model 436 2 6 . 2 x 2 . 5 x 2 0 0 

Low carbon steel 

(6D t L 

Model 440 2 8 . 6 x 1 . 2 x 2 6 0 , 300 

Model 445 2 6 . 2 x 1 . 2 x 2 0 0 , 230 

Model 448 2 5 . 8 x 1 . 2 x 2 0 0 

Model 449 2 5 . 4 x 1 . 2 x 2 0 0 

CrMo pillars 

4>D t L 

Model 475 2 6 . 2 x 0 . 8 x 2 0 0 

Model 476 2 6 . 8 x 0 . 8 x 2 0 0 
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HEAD FITTING SET 

GALLANT- RD1 
FOR R O A D T Y P E 

Set of 8pcs 

Chrome plated 

Weight gr. 170 

3010 Locking nut 

-24 threads 

3011 Locking washer 

3012 Upper head cone 

-24 threads 

3013 Head cup upper 

3014 Head cup lower 

3015 Lower bearing cone 

3016 Ball retainers 

'•) 3 0 1 

. . . 

****) ^Si*^ *•* 

3 1 5 

GALLANT-TR1 
Set of 6pcs gr. 109 

WHBEmKi^w 
h Ac 

Locking 

nut 
-24 threads 

(Al-alloy) 

Micro 

adjuster 

(Al-alloy) 

Upper 

head cone 

-24 threads 

(Al-alloy) 

Head cup 

upper 

with ball 

casing 

Head cup 

lower 

with ball 

casing 

Stationary 

(Al-alloy) 
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