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New products developped by SR Improved Technology. 
Super Melt-forged light alloy one piece hub shell precision machining finish. 

Model SH-100QR 
SILSTAR HUB-100QR 

Model S H - 3 0 0 Q R 

SILSTAR HUB-300QR 
Large flange Quick-release type. 
Thread : 1 .37 "x24T 
Over Lock Nut Dimension : 

Front 96mm(3.78") or 100mm(3.94") 
Rear 124mm(4.88") or 120mm(4.72") 

Spoke Holes : 3 6 X 3 6 H 
Weight : 640g(22 .4 oz) 

Small f lange Quick-release type. 
Thread : 1 .37 "x24T 
Over Lock Nut Dimensions : 

Front 96mm(3.78") or 100mm(3.94") 
Rear 1 24mm(4.88") or 1 20mm(4.72") 

Spoke Holes : 3 6 X 3 6 H 
Weight : 580g(20.3 oz) 
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Model SH-100SK(wi th key-washer Axle) 
SH-100SD (keyless Axle) 

SILSTAR HUB-100SK, SD 

Model SH-300SK(wi th key-washer Axle) 
SH-300SD(keyless Axle) 

SILSTAR HUB-300SK, SD 
Large flange Solid Axle type. 
Thread : 1 . 37 "x24T 
Over Lock Nut Dimensions : 

Front 96mm(3.78") or 100mm(3.94") 
Rear 1 24mm(4.88") or 1 20mm(4.72") 

Spoke Holes : 3 6 X 3 6 H 
Weight : 550g(19 .3 oz) 

Small flange Solid Axle type. 
Thread : 1 .37 "x24T 
Over Lock Nut Dimensions : 

Front 96mm(3.78") or 100mm(3 .94 
Rear 1 24mm(4.88") or 120mm(4.72" 

Spoke Holes : 3 6 X 3 6 H 
Weight : 480g (16 .8 oz) 
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