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Model HC-200 
SMALL FLANGE HUB 
SPECIFICATIONS 
Weight: Front 6.3 oz.(180 g), Rear 10.9 oz.(310 
Material: Light Alloy 
Type: Solid Axle Type with Hub Nut 
Thread: 1.37 / /x24 T.P.I. 
Over Lock Nut Dimensions: 

Front 3.66" (93mm), Rear 4.88" (124mm) 
Spoke Holes: 36 x 36H 

Model HC-210 
SMALL FLANGE HUB 
WITH QUICK RELEASE 
SPECIFICATIONS 
Weight: Front 8.3 oz.(235 g), Rear 12.3 oz.(350 g) 
Material: Light Alloy 
Type: Quick Release 
Thread: 1.37" x 24 T.P.I. 
Over Lock Nut Dimensions: 

Front 3.78" (96mm), Rear 4.88" (124mm) 
Spoke Holes: 36 x 36H 

Model HC-110 

(270 g), Rear 12.7 oz. (360 g) 

LARGE FLANGE HUB 
J/VITH QUICK RELEASE 

SPECIFICATIONS 
Weight: Front 9.5 oz. 
Material: Light Alloy 
Type: Quick Release 
Thread: 1.37" x 24 T.P.I. 
Over Lock Nut Dimensions: 
Front 3.78" (96mm), Rear 4.88" (124mm) 
Spoke Holes: 36 x 36H 

Model HC-100 
LARGE FLANGE HUB 
SPECIFICATIONS 
Weight: Front 7.4 oz. (210 g), Rear 11.6 oz. (330 g) 
Material: Light Alloy 
Type: Solid Axle Type with Hub Nut 
Thread: 1.37" x 24 T.P.I. 
Over Lock Nut Dimensions: 
Front 3.66" (93mm), Rear 4.88" (124mm) 
Spoke Holes: 36 x 36H 

Model HD-100 
STEEL HUB 
SPECIFICATIONS 
Weight: 15.9 oz. (450 g) 
Material: Steel 
Type: Solid Axle with Hub Nut 
Over Lock Nut Dimensions: 
Front 3.66" (93mm), Rear 4.88" (124mm) 
Spoke Holes: 28H and 36H 

WITH WING NUT 
SPECIFICATIONS 
Weight: Front 8.2 oz. (230 g), Rear 12.3 oz. (350 g) 
Material: Light Alloy 
Type: Solid Axle Type with Wing Nut 
Over Lock Nut Dimensions: 
Front 3.66" (93mm), Rear 4.88" (124mm) 
Spoke Holes: 36 x 36H 

Model HC-120 
LARGE FLANGE HUB 


